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� Rotor  Diameter : 3,6 meters
� Nominal Rotation Speed : 500 rpm
� Rated Power : 3,0 kW
� Rotor  with « var iable stall .

� Angle variation from the blade stall 
commanded by a centrifugal system of great 
reliability. ( patented ) 

� This centrifugal command allows a continuous
and real-time automatic adjusting from the
blade stall.

� Applications : 
� Batteries charging (12, 24, 48 Volts)
� Grid connection complying with E DIN VDE  

0126 specifications, 
� Direct Pumping, simple or multi-pumps
� Direct Heating

Per formances

Surface of the rotor : 10,17 m²
Cut-in Wind speed : 2,7 m/s
Max wind speed: 60 m/s

Hypothesis :  12m mast; 
Weibull k=2 ; Alt= 300m ; 
turbulence factor=10% ; 
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3 0,058 
4 0,137 
5 0,268 
6 0,463 
7 0,735 
8 1,097 
9 1,561 
10 2,142 
11 2,851 
12 3,000 
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Technical specificationsTechnical specifications T.A 3,6 3000T.A 3,6 3000

By air:Cooling

3, kW at 500 rpm:Rated Power

Multi-polesPermanent 
Magnet generator (NdFeB)

:Type

Générator

Electrical:Brake

The rotor isalways facing the wind, 
whatever the wind speed is,the central 
command commands allows the aerodynamic 
stall from the blades

:Hurricane 
security

Aluminium AU4G / Inox 316L:Material

The centrifugal command allows a
continuous and real-time automatic adjusting 
from the blade stall.

:Speed 
regulation

500 rpm max:Rotation speed

2, carbon composite:Blades

3,6 meters :Diameter

Rotor

Hot-spelter galvanizing or epoxy coating:Treatment

CS:Material

The rotor is always facing the wind:Orientation

totaly isolated from any atmospher ic influencesHousing

12, 24, 48Volts.:Batter ies 
charging 

230 V 50: 60 Hz,  complying with E DIN VDE 0126 specification:Gr id 
connection

12 – 18 – 24 meters, Rotating:Masts


